
 

 

 

Cross 
Section 

mm2 
Strands 

Outer 
Diameter 

Tolerance 
Copper 

Weight kg/km 

Conductor 
Resistance 

Ω/km 

0.50 16 x 0.20 1.90 ± 0.10 5.00 37.10 

0.75 24 x 0.20 2.20 ± 0.10 7.50 24.80 

1.00 32 x 0.20 2.35 ± 0.10 10.00 18.50 

1.50 30 x 0.25 2.60 ± 0.10 15.00 12.70 

2.5 50 x 0.25 3.00 ± 0.10 25.00 7.60 

4.00 56 x 0.30 4.00 ± 0.15 40.00 4.73 

6.00 84 x 0.30 4.90 ± 0.20 60.00 3.14 

10.00 80 x 0.40 5.80 ± 0.20 100.00 1.84 

16.00 126 x 0.40 7.00 ± 0.20 160.00 1.16 

25.00 196 x 0.40 8.50 ± 0.25 250.00 0.74 

35.00 280 x 0.40 10.20 ± 0.25 350.00 0.53 

50.00 399 x 0.40 11.70 ± 0.30 500.00 0.37 

75.00 560 x 0.40 14.00 ± 0.40 700.00 0.26 

95.00 483 x 0.50 16.00 ± 0.40 950.00 0.20 

PRODUCT INFORMATION 

2MN180 – Lead out Nomex Cable

PRODUCT DESCRIPTION

Flexible tinned low voltage lead-out cable with a multi-layer insulation. The multi-layer insulation consists of braided 
silk, polyester film, Nomex paper, polyester yarn and is coated with a polyurethane varnish. 

APPLICATIONS

• Motors and transformers

• Electrical devices

 PROPERTIES 

• Thermal Class F – 155°C

• Temperature range -40°C – 155°C

• Operating voltage max. 800V

• Bending radius ≥ 4 x outer diameter

• Testing Voltage 4.0kV

• Colour - White


