
 

 

 

 

 

 

 

 

 

 

 

 

 

PRODUCT INFORMATION 

ZYRAD 500 CABLE 

Product Description 

Manufactured in the UK, Zyrad™500 is a 600V rated flexible single core cable featuring tinned copper conductor 
insulated with modified irradiated cross-linked polyolefin.  
Zyrad™500 is designed, manufactured and fully certified to meet the requirements of UL AWM 3288 & 3289 
standards. 
 
Technical Information  
 
 
 
 
 
 
Key Characteristics  
 
 
 
 
 
 
 
Applications 
 

 

Conductors: Class 5 IEC 60228 Tin Plated Copper   
Insulation: Irradiated Cross-Linked Polyolefin   
Identification: Available in a range of 11 standard colours and striped colour options  
Voltage Rating: 600V   
Operating Temperature:  -65 °C to 150 °C 
Short-term Temperature: 250°C 
 
 
 
 
• Excellent operating temperature range 
• Resistant to mechanical and abrasion damage 
• Good resistance to oils and chemicals 
• Flame retardant 
• UV & Ozone resistant 
• Easy to process, suitable for cut and strip machines 
• Halogen free and Thin Wall variants available 
• Meets Class F for electric motors & transformers 
 
 
 
• Electric Motors 
• Generators 
• Transformers 
• Lighting 
• Inductive Loop 
• Domestic Appliances 
• Automotive 
• Hostile Environments 
 



 

 

 

 

PRODUCT INFORMATION 

ZYRAD 500 CABLE 

 

Stranding / Conductor details 
 

Conductor 
CSA (mm2) 

Conductor 
AWG (Aprx) 

Conductor 
Ø (mm) 

Conductor 
Stranding 

(#/mm) 

Insulation 
Radial 

Thickness 
(mm) 

Overall Ø 
(mm) 

0.22 24 0.60 07/0.20 0.80 2.20 

0.25 24 0.65 19/0.13 0.80 2.25 

0.34 22 0.75 19/0.15 0.80 2.36 

0.50 22 0.93 16/0.20 0.80 2.53 

0.75 20 1.14 24/0.20 0.80 2.74 

1.00 18 1.32 32/0.20 0.80 2.92 

1.50 16 1.60 30/0.25 0.80 3.20 

2.50 14 2.07 50/0.25 0.80 3.67 

4.00 12 2.60 56/0.30 0.80 4.20 

6.00 10 3.19 84/0.30 0.80 4.79 

10 8 4.20 80/0.40 1.20 6.60 

16 6 5.70 126/0.40 1.60 8.90 

25 4 7.10 196/0.40 1.60 10.30 

35 2 8.50 278/0.40 1.60 11.70 

50 1/0 10.30 399/0.40 2.00 14.30 

70 2/0 12.40 361/0.50 2.00 16.40 

95 3/0 14.50 375/0.50 2.00 18.50 

120 4/0 16.00 608/0.50 2.00 20.00 

 

 

 

 

 

 

 


